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1
METHODS OF DETERMINING MACHINE
TERMINAL VOLTAGE AND SYSTEMS
THEREOF

PRIORITY

This non-provisional application is a continuation-in-part
under35U.S.C. §1200f U.S. application Ser. No. 13/861,672
filed Apr. 12, 2013; the entire contents of which are hereby
incorporated by reference.

FIELD

Example embodiments are related to electric drive device
systems and/or methods for controlling electric drive devices
such as Interior Permanent Magnet (IPM) motors or
machines.

BACKGROUND

Alternating current (ac) machines (e.g., [IPM machines) are
extensively used in loaders, combines or other heavy equip-
ment machinery vehicle electric drive because they provide a
higher efficiency than direct current (dc) machines. Of the ac
machines, an Interior Permanent Magnet (IPM) machine has
high drive efficiency and a wider constant power operating
range. An IPM machine controller also called an inverter,
controls operation of the IPM machine. The controller pro-
duces ac control signals which are applied to the terminals of
the IPM machine.

In an IPM machine, extra high machine terminal voltage
could detrimentally cause current regulation collapse, intro-
duce additional harmonics in the inverter voltage output,
cause degraded current regulation quality and associated side
effects such as torque ripple, rotor magnet and stator winding
heating, acoustic noise, etc. The extra high machine terminal
voltage may depend on d/q-axis voltage commands, manu-
facturing and raw material tolerance such as permanent mag-
net, stator/rotor steel saturation characteristics can cause vari-
ance in the machine terminal voltage, accuracy of a position
offset calibration, ambient and cooling temperatures, accu-
racy of the inverter onboard a current transducer (CT), etc.

Typically the controller controls the IPM machine based on
a plurality of information. For example, an accurate estima-
tion of the actual inverter or terminal voltage of the IPM
machine, together with position information of the machine,
may provide a better estimation of a torque output of the [IPM
machine, which in turn may complete the torque control loop.

SUMMARY

Some embodiments are directed to methods and appara-
tuses for controlling an AC machine such as an IPM machine
through estimating the actual inverter or machine terminal
voltage.

At least one example embodiment discloses a control
device for controlling a machine. The control device includes
aprocessor configured to select amodulation mode and deter-
mine a plurality of terminal phase voltages of the machine
based on the selected modulation mode.

BRIEF DESCRIPTION OF THE DRAWINGS

Example embodiments will be more clearly understood
from the following detailed description taken in conjunction
with the accompanying drawings. FIGS. 1A-13 represent
non-limiting, example embodiments as described herein.
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2

FIGS. 1A-1Bis a block diagram of a system for controlling
an electrical motor, according to an example embodiment;

FIG. 2 is a block diagram of an electronic data processing
system consistent with FIGS. 1A-1B, according to an
example embodiment;

FIG. 3 illustrates an example embodiment of a machine
terminal voltage estimation module, a torque estimation mod-
ule and a torque compensation module, illustrated in FIG. 1A;

FIG. 4 illustrates an inverter circuit according to an
example embodiment;

FIGS. 5A-B illustrate a pulse width modulation (PWM)
cycle and a double control period according to an example
embodiment;

FIG. 6 illustrates an example embodiment of the machine
terminal voltage estimation module, a terminal voltage feed-
back module and a current adjustment module, as shown in
FIG. 1A;

FIG. 7 illustrates a method carried out by the machine
terminal voltage estimation module shown in FIG. 6, accord-
ing to an example embodiment;

FIG. 8 illustrates adjustments to the d/q-axis current mag-
nitudes and the corresponding angle according to an example
embodiment;

FIG. 9A illustrates an example embodiment of determining
a rotor position using double control DSP based terminal
voltage estimation;

FIG. 9B illustrates an example embodiment of determining
a rotor position using double control FPGA based terminal
voltage estimation;

FIG. 9C llustrates an example embodiment of determining
a rotor position using single control FPGA based terminal
voltage estimation;

FIG. 10 illustrates a slewing based torque compensation
scheme according to an example embodiment;

FIG. 11 illustrates a PI based torque compensation scheme
according to an example embodiment;

FIG. 12 illustrates a method of generating torque upper/
lower limits for a torque command limiter, according to an
example embodiment; and

FIG. 13 illustrates a method of torque estimation and com-
pensation according to an example embodiment.

DETAILED DESCRIPTION

Various example embodiments will now be described more
fully with reference to the accompanying drawings in which
some example embodiments are illustrated.

Accordingly, while example embodiments are capable of
various modifications and alternative forms, embodiments
thereof are shown by way of example in the drawings and will
herein be described in detail. It should be understood, how-
ever, that there is no intent to limit example embodiments to
the particular forms disclosed, but on the contrary, example
embodiments are to cover all modifications, equivalents, and
alternatives falling within the scope of the claims. Like num-
bers refer to like elements throughout the description of the
figures.

It will be understood that, although the terms first, second,
etc. may be used herein to describe various elements, these
elements should not be limited by these terms. These terms
are only used to distinguish one element from another. For
example, a first element could be termed a second element,
and, similarly, a second element could be termed a first ele-
ment, without departing from the scope of example embodi-
ments. As used herein, the term “and/or” includes any and all
combinations of one or more of the associated listed items.
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It will be understood that when an element is referred to as
being “connected” or “coupled” to another element, it can be
directly connected or coupled to the other element or inter-
vening elements may be present. In contrast, when an element
is referred to as being “directly connected” or “directly
coupled” to another element, there are no intervening ele-
ments present. Other words used to describe the relationship
between elements should be interpreted in a like fashion (e.g.,
“between” versus “directly between,” “adjacent” versus
“directly adjacent,” etc.).

The terminology used herein is for the purpose of describ-
ing particular embodiments only and is not intended to be
limiting of example embodiments. As used herein, the singu-
lar forms “a,” “an” and “the” are intended to include the plural
forms as well, unless the context clearly indicates otherwise.
It will be further understood that the terms “comprises,”
“comprising,” “includes” and/or “including,” when used
herein, specity the presence of stated features, integers, steps,
operations, elements and/or components, but do not preclude
the presence or addition of one or more other features, inte-
gers, steps, operations, elements, components and/or groups
thereof.

It should also be noted that in some alternative implemen-
tations, the functions/acts noted may occur out of the order
noted in the figures. For example, two figures shown in suc-
cession may in fact be executed substantially concurrently or
may sometimes be executed in the reverse order, depending
upon the functionality/acts involved.

Unless otherwise defined, all terms (including technical
and scientific terms) used herein have the same meaning as
commonly understood by one of ordinary skill in the art to
which example embodiments belong. It will be further under-
stood that terms, e.g., those defined in commonly used dic-
tionaries, should be interpreted as having a meaning that is
consistent with their meaning in the context of the relevant art
and will not be interpreted in an idealized or overly formal
sense unless expressly so defined herein.

Portions of example embodiments and corresponding
detailed description are presented in terms a processor spe-
cifically programmed to execute software, or algorithms and
symbolic representations of operation on data bits within a
computer memory. These descriptions and representations
are the ones by which those of ordinary skill in the art effec-
tively convey the substance of their work to others of ordinary
skill in the art. An algorithm, as the term is used here, and as
it is used generally, is conceived to be a self-consistent
sequence of steps leading to a result. The steps are those
requiring physical manipulations of physical quantities. Usu-
ally, though not necessarily, these quantities take the form of
optical, electrical, or magnetic signals capable of being
stored, transferred, combined, compared, and otherwise
manipulated. It has proven convenient at times, principally
for reasons of common usage, to refer to these signals as bits,
values, elements, symbols, characters, terms, numbers, or the
like.

In the following description, illustrative embodiments will
be described with reference to acts and symbolic representa-
tions of operations (e.g., in the form of flowcharts) that may
be implemented as program modules or functional processes
including routines, programs, objects, components, data
structures, etc., that perform particular tasks or implement
particular abstract data types and may be implemented using
existing hardware. Such existing hardware may include one
or more Central Processing Units (CPUs), digital signal pro-
cessors (DSPs), application-specific-integrated-circuits, field
programmable gate arrays (FPGAs) computers or the like.
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It should be borne in mind, however, that all of these and
similar terms are to be associated with the appropriate physi-
cal quantities and are merely convenient labels applied to
these quantities. Unless specifically stated otherwise, or as is
apparent from the discussion, terms such as “processing” or
“computing” or “calculating” or “determining” or “display-
ing” or the like, refer to the action and processes of a computer
system, or similar electronic computing device, that manipu-
lates and transforms data represented as physical, electronic
quantities within the computer system’s registers and memo-
ries into other data similarly represented as physical quanti-
ties within the computer system memories or registers or
other such information storage, transmission or display
devices.

Note also that the software implemented aspects of
example embodiments are typically encoded on some form of
tangible (or recording) storage medium or implemented over
some type of transmission medium. The tangible storage
medium may be magnetic (e.g., a floppy disk or a hard drive)
or optical (e.g., a compact disk read only memory, or “CD
ROM?”), and may be read only or random access.

In accordance with an example embodiment, FIGS. 1A-1B
illustrates a drive system 100 for controlling a machine such
as an electric motor. The electrical motor may be a motor such
as a motor 117 (e.g., an interior permanent magnet (IPM)
motor) or another alternating current machine. The motor 117
has a nominal d,_ bus voltage (e.g., 320 Volts). The nominal
voltage is anamed voltage. For example, a nominal voltage of
the motor 117 may be 320 Volts, but the motor may operate at
a voltage above and below 320 Volts. In an example embodi-
ment, the system, aside from the motor 117, may be referred
to as an inverter or a motor controller. The system for con-
trolling the motor 117 may also be referred to as a machine
system.

It should be understood that the drive system 100 may
include additional features that are not illustrated in FIG. 1A.
The features shown in FIGS. 1A-1B are illustrated for the
convenience of describing the drive system 100 and it should
be understood that the drive system 100 should not be limited
to the features shown in FIGS. 1A-1B.

The system 100 includes electronic modules, software
modules, or both. In an example embodiment, the drive sys-
tem 100 includes an electronic data processing system 120 to
support storing, processing or execution of software instruc-
tions of one or more software modules. The electronic data
processing system 120 is indicated by the dashed lines in
FIGS. 1A-1B and is shown in greater detail in FIG. 2. The
electronic data processing system 120 may also be referred to
as a controller and/or processor for the motor 117. The data
processing system 120 is configured to select a modulation
mode, and determine a plurality of terminal phase voltages of
the machine based on the selected modulation mode. Modu-
lation mode may refer to PWM, square wave, triangular wave,
or sine wave, or the frequency, duty cycle or dead time asso-
ciated with any of the foregoing.

The data processing system 120 is coupled to an inverter
circuit 188. The inverter circuit 188 may be a three-phase
inverter. The inverter circuit 188 includes a semiconductor
drive circuit that drives or controls switching semiconductors
(e.g., insulated gate bipolar transistors (IGBT) or other power
transistors) to output control signals for the motor 117. In
turn, the inverter circuit 188 is coupled to the motor 117.

In an example embodiment, a torque command generation
module 105 is coupled to a torque compensation module,
which is coupled to a d-q axis current generation manager 109
(e.g., d-q axis current generation look-up tables). The d-q axis
current refers to the direct axis current and the quadrature axis
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current as applicable in the context of vector-controlled alter-
nating current machines, such as the motor 117. The output of
the d-q axis current generation manager 109 (d-q axis current
commands iq_cmd and id_cmd) and the output of a current
adjustment module 107 (e.g., d-q axis current adjustment
module 107) are fed to a summer 119. In turn, one or more
outputs (e.g., direct axis current data (id*) and quadrature axis
current data (ig*)) of the summer 119 are provided or coupled
to a current regulation controller 111. While the term current
command is used, it should be understood that current com-
mand refers to a target current value.

The current regulation controller 111 is capable of com-
municating with the pulse-width modulation (PWM) genera-
tion module 112 (e.g., space vector PWM generation mod-
ule). The current regulation controller 111 receives respective
final d-q axis current commands (e.g., id* and iq*) and actual
d-q axis currents (e.g., id and iq) and outputs corresponding
d-q axis voltage commands (e.g., Vd* and Vq* commands)
for input to the PWM generation module 112.

In an example embodiment, the PWM generation module
112 provides pulse commands for control of the inverter
circuit 188 and provides duty ratios d, d,, d. for each phase
(a, b and c) of the inverter circuit 188 to a terminal voltage
estimation module 127. The processing system determines
the three phase duty ratios d,,, d, and d... Then based on the
duty ratios, deadtime, and PWM carrier waveform, the PWM
pulses are created by the PWM generation module 112 and
sent to the inverter circuit 188. The three phase duties d, d,,
d. are sent to the terminal voltage estimation module 127.
Outputs of the PWM generation module 112 are coupled to an
inverter circuit 188. The output stage of the inverter circuit
188 (e.g., output present phase voltages V_,n scman
Van actnar @AV onr 00 provides a pulse-width modulated
voltage waveform or other voltage signal for control of the
motor 117. The voltages V ., V 5, and V ., may be referred to
as phase voltages, current control step voltages or present
control step voltages, for example. In an example embodi-
ment, the inverter circuit 188 is powered by a direct current
(dc) voltage bus.

The inverter circuit 188 includes a semiconductor drive
circuit that drives or controls switching semiconductors (e.g.,
insulated gate bipolar transistors (IGBT) or other power tran-
sistors) to output control signals for the motor 117. Inturn, the
inverter circuit 188 is coupled to the motor 117. The motor
117 is associated with a sensor 115 (e.g., a position sensor, a
resolver or encoder position sensor) that is associated with the
motor shaft 126 or the rotor. The sensor 115 and the motor 117
are coupled to the data processing system 120 to provide
feedback data (e.g., current feedback data, such as phase
current values ia, ib and ic), raw position signals, among other
possible feedback data or signals, for example. Other possible
feedback data includes, but is not limited to, winding tem-
perature readings, semiconductor temperature readings of the
inverter circuit 188, three phase voltage data, or other thermal
or performance information for the motor 117.

The motor 117 is associated with the sensor 115 (e.g., a
resolver, encoder, speed sensor, or another position sensor or
speed sensors) that estimates at least one of an angular posi-
tion of the motor shaft 126, a speed or velocity of the motor
shaft 126, and a direction of rotation of the motor shaft 126.
The sensor 115 may be mounted on or integral with the motor
shaft 126. The output of the sensor 115 is capable of commu-
nication with the primary processing module 114 (e.g., posi-
tion and speed processing module). In an example embodi-
ment, the sensor 115 may be coupled to an analog-to-digital
converter (not shown) that converts analog raw position data
or velocity data to digital raw position or velocity data,
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respectively. In other example embodiments, the sensor 115
(e.g., digital position encoder) may provide a digital data
output of raw position data or velocity data for the motor shaft
126 or rotor.

A first output (e.g., position data 6 for the motor 117) of the
primary processing module 114 is communicated to the phase
converter 113 (e.g., three-phase to two-phase current Park
transformation module) that converts respective three-phase
digital representations of measured current into correspond-
ing two-phase digital representations of measured current. A
second output (e.g., speed data SD for the motor 117) of the
primary processing module 114 is communicated to the cal-
culation module 110 (e.g., adjusted voltage over speed ratio
module).

An input of a sensing circuit 124 is coupled to terminals of
the motor 117 for sensing at least the measured three-phase
currents and a voltage level of the direct current (dc) bus (e.g.,
high voltage dc bus which may provide dc power to the
inverter circuit 188). An output of the sensing circuit 124 is
coupled to an analog-to-digital converter 122 for digitizing
the output of the sensing circuit 124. In turn, the digital output
of the analog-to-digital converter 122 is coupled to the sec-
ondary processing module 116 (e.g., dc bus voltage and three
phase current processing module). For example, the sensing
circuit 124 is associated with the motor 117 for measuring
three phase currents (e.g., current applied to the windings of
the motor 117, back EMF (electromotive force) induced into
the windings, or both).

Certain outputs of the primary processing module 114 and
the secondary processing module 116 feed the phase con-
verter 113. For example, the phase converter 113 may apply a
Park transformation or other conversion equations (e.g., cer-
tain conversion equations that are suitable are known to those
of ordinary skill in the art) to convert the measured three-
phase representations of current into two-phase representa-
tions of current based on the digital three-phase current data
ia, ib and is from the secondary processing module 116 and
position data 6 from the sensor 115. The output of the phase
converter 113 module (id, iq) is coupled to the current regu-
lation controller 111.

Other outputs of the primary processing module 114 and
the secondary processing module 116 may be coupled to
inputs of the calculation module 110 (e.g., adjusted voltage
over-speed ratio calculation module). For example, the pri-
mary processing module 114 may provide the speed data SD
(e.g., motor shaft 126 speed in revolutions per minute),
whereas the secondary processing module 116 may provide a
measured (detected) level of the operating dc bus voltage Vdc
of the motor 117 (e.g., on the dc bus of a vehicle). The dc
voltage level on the dc bus that supplies the inverter circuit
188 with electrical energy may fluctuate or vary because of
various factors, including, but not limited to, ambient tem-
perature, battery condition, battery charge state, battery resis-
tance or reactance, fuel cell state (if applicable), motor load
conditions, respective motor torque and corresponding opera-
tional speed, and vehicle electrical loads (e.g., electrically
driven air-conditioning compressor). The calculation module
110 is connected as an intermediary between the secondary
processing module 116 and the d-q axis current generation
manager 109. The output of the calculation module 110 can
adjust or impact the current commands iq_cmd and id_cmd
generated by the d-q axis current generation manager 109 to
compensate for fluctuation or variation in the dc bus voltage,
among other things.

The rotor magnet temperature estimation module 104, the
current shaping module 106, and the terminal voltage feed-
back module 108 are coupled to or are capable of communi-
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cating with the d-q axis current adjustment module 107. In
turn, the d-q axis current adjustment module 107 may com-
municate with the d-q axis current generation manager or the
summer 119.

The rotor magnet temperature estimation module 104 esti-
mates or determines the temperature of the rotor permanent
magnet or magnets. In an example embodiment, the rotor
magnet temperature estimation module 104 may estimate the
temperature of the rotor magnets from, one or more sensors
located on the stator, in thermal communication with the
stator, or secured to the housing of the motor 117.

In another example embodiment, the rotor magnet tem-
perature estimation module 104 may be replaced with a tem-
perature detector (e.g., a thermistor and wireless transmitter
like infrared thermal sensor) mounted on the rotor or the
magnet, where the detector provides a signal (e.g., wireless
signal) indicative of the temperature of the magnet or mag-
nets.

In an example embodiment, the system may operate in the
following manner. The torque command generation module
105 receives an input control data message, such as a speed
control data message, a voltage control data message, or a
torque control data message, over a vehicle data bus 118. The
torque command generation module 105 converts the
received input control message into raw torque control com-
mand data T_,,;. The torque compensation module 131 then
creates an adjusted torque component T, ,,; based on a
difference (error) between the raw torque control command
data T,,,; and an estimated torque T,,,. The output of the
torque compensation module 131 is a final torque command
Tepa_fina: Which is a summation of the raw torque control
command data T_,, and the adjusted torque component
Tcmdiadj'

The d-q axis current generation manager 109 selects or
determines the direct axis current command and the quadra-
ture axis current command associated with respective final
torque control command data T,,,; 4,.» base torque com-
mand data Base_Torq and the adjusted voltage over-speed
ratio. For example, the d-q axis current generation manager
109 selects or determines the direct axis current command
and the quadrature axis current command by accessing one or
more of the following: (1) a look-up table, database or other
data structure that relates respective torque commands to
corresponding direct and quadrature axes currents, (2) a set of
quadratic equations or linear equations that relate respective
torque commands to corresponding direct and quadrature
axes currents, or (3) a set of rules (e.g., if-then rules) that
relates respective torque commands to corresponding direct
and quadrature axes currents. The sensor 115 on the motor
117 facilitates provision of the detected speed data SD for the
motor shaft 126, where the primary processing module 114
may convert raw position data provided by the sensor 115 into
speed data SD.

The current adjustment module 107 (e.g., d-q axis current
adjustment module) provides current adjustment data to
adjust the direct axis current command id_cmd and the
quadrature axis current command iq_cmd based on input data
from the rotor magnet temperature estimation module 104,
the current shaping module 106, and terminal voltage feed-
back module 108.

The current shaping module 106 may determine a correc-
tion or preliminary adjustment of the quadrature axis (q-axis)
current command and the direct axis (d-axis) current com-
mand based on one or more of the following factors: torque
load on the motor 117 and speed of the motor 117, for
example. The rotor magnet temperature estimation module
104 may generate a secondary adjustment of the g-axis cur-
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rent command and the d-axis current command based on an
estimated change in rotor temperature, for example. The ter-
minal voltage feedback module 108 may provide a third
adjustment to d-axis and g-axis current based on controller
voltage command versus voltage limit. The current adjust-
ment module 107 may provide an aggregate current adjust-
ment that considers one or more of the following adjustments:
the preliminary adjustment, the secondary adjustment, and
the third adjustment.

Based off of the three phase duties ratios d,, d,, d_, the
PWM carrier waveform generated by the PWM generation
module 112, and phase currents i,, i, and i, the machine
terminal voltage estimation module 127 estimates the inverter
present phase voltages V ., Vz,, and V., of the actual
inverter output voltages Vn .cuar  Van aetmar  @0d
Ven acnar Then the estimated inverter output voltages V .,
Vsa» and V., are used by the machine terminal voltage esti-
mation module 127 to calculate the estimated machine termi-
nal voltage. Comparing the estimated terminal voltage with a
terminal voltage limit will create an error sent to a PI control-
ler to create and adjust d-axis current and eventually adjust
g-axis current.

The torque estimation module 129 generates estimated
torque data T, based on the inverter phase voltages V ;. Vi
and V ., generated by the machine terminal voltage estima-
tion module 127 and final current commands i,*, i,/*.

The torque compensation module 131 is configured to
generate final torque control command data T, 4,.; based
on the estimated torque data T, , and raw torque command
dataT,_, ..

In an example embodiment, the motor 117 may include an
interior permanent magnet (IPM) machine or a synchronous
IPM machine (IPMSM).

The sensor 115 (e.g., shaft or rotor speed detector) may
include one or more of the following: a direct current motor,
an optical encoder, a magnetic field sensor (e.g., Hall Effect
sensor), magneto-resistive sensor, and a resolver (e.g., a
brushless resolver). In one configuration, the sensor 115
includes a position sensor, where raw position data and asso-
ciated time data are processed to determine speed or velocity
data for the motor shaft 126. In another configuration, the
sensor 115 includes a speed sensor, or the combination of a
speed sensor and an integrator to determine the position of the
motor shaft.

In yet another configuration, the sensor 115 includes an
auxiliary, compact direct current generator that is coupled
mechanically to the motor shaft 126 of the motor 117 to
determine speed of the motor shaft 126, where the direct
current generator produces an output voltage proportional to
the rotational speed of the motor shaft 126. In still another
configuration, the sensor 115 includes an optical encoder with
an optical source that transmits a signal toward a rotating
object coupled to the motor shaft 126 and receives a reflected
ordiffracted signal at an optical detector, where the frequency
of received signal pulses (e.g., square waves) may be propor-
tional to a speed of the motor shaft 126. In an additional
configuration, the sensor 115 includes a resolver with a first
winding and a second winding, where the first winding is fed
with an alternating current, where the voltage induced in the
second winding varies with the frequency of rotation of the
rotor.

FIG. 2 is a block diagram of an electronic data processing
system consistent with FIGS. 1A-1B, according to an
example embodiment. In FIG. 2, the electronic data process-
ing system 120 includes an electronic data processor 264, a
data bus 262, a data storage device 260, and one or more data
ports (268, 270, 272, 274 and 276). The data processor 264,
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the data storage device 260 and one or more data ports are
coupled to the data bus 262 to support communications of
data between or among the data processor 264, the data stor-
age device 260 and one or more data ports.

In an example embodiment, the data processor 264 may
include an electronic data processor, a microprocessor, a
microcontroller, a programmable logic array, a logic circuit,
an arithmetic logic unit, an application specific integrated
circuit, a digital signal processor, a proportional-integral-
derivative (PID) controller, or another data processing device.

The data storage device 260 may include any magnetic,
electronic, or optical device for storing data. For example, the
data storage device 260 may include an electronic data stor-
age device, an electronic memory, non-volatile electronic
random access memory, one or more electronic data registers,
data latches, a magnetic disc drive, a hard disc drive, an
optical disc drive, or the like.

As shown in FIG. 2, the data ports include a first data port
268, asecond data port 270, a third data port 272, a fourth data
port 274 and a fifth data port 276, although any suitable
number of data ports may be used. Each data port may include
a transceiver and buffer memory, for example. In an example
embodiment, each data port may include any serial or parallel
input/output port.

In an example embodiment as illustrated in FIG. 2, the first
data port 268 is coupled to the vehicle data bus 118. In turn,
the vehicle data bus 118 is coupled to a controller 266. In one
configuration, the second data port 270 may be coupled to the
inverter circuit 188; the third data port 272 may be coupled to
the sensor 115; the fourth data port 274 may be coupled to the
analog-to-digital converter 122; and the fifth data port 276
may be coupled to the terminal voltage feedback module 108.
The analog-to-digital converter 122 is coupled to the sensing
circuit 124.

In an example embodiment of the data processing system
120, the torque command generation module 105 is associ-
ated with or supported by the first data port 268 of the elec-
tronic data processing system 120. The first data port 268 may
be coupled to a vehicle data bus 118, such as a controller area
network (CAN) data bus. The vehicle data bus 118 may
provide data bus messages with torque commands to the
torque command generation module 105 via the first data port
268. The operator of a vehicle may generate the torque com-
mands via a user interface, such as a throttle, a pedal, the
controller 266, or other control devices.

In some example embodiments, the sensor 115 and the
primary processing module 114 may be associated with or
supported by a third data port 272 of the data processing
system 120.

The data processor 264 may be specifically programmed to
execute the rotor magnet temperature estimation module 104,
the torque command generation module 105, the current
shaping module 106, the current adjustment module 107, the
terminal voltage feedback module 108, the dg-axis current
generation manager 109, the calculation module 110, the
current regulation controller 111, the PWM generation mod-
ule 112, the phase converter 113, the primary processing
module 114, the secondary processing module 116, the sum-
mer 119, the ADC 122, the sensing circuit 124, the machine
terminal voltage estimation module 127, the torque estima-
tion module 129 and the torque compensation module 131.

FIG. 3 illustrates an example embodiment of the machine
terminal voltage estimation module 127, the torque estima-
tion module 129 and the torque compensation module 131,
illustrated in FIGS. 1A-1B.

As shown in FIG. 3, the machine terminal voltage estima-
tion module 127 generates estimated inverter present phase
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voltages V ., Vgaand V., relative to a negative rail DC bus
voltage and provides the phase voltages V ,, Vzyand V., to
the torque estimation module 129. As described above the
phase voltages V ,, V- and V., are estimated values of the
of the actual inverter output voltages Vn .cnar Van acual
and VCNiactuaZ .

The torque estimation module 129 includes a rotor position
calculation module 310, a park transformation module 315, a
terminal power estimation module 320, an efficiency extrac-
tion module 325 and a shaft torque estimation module 330.
The torque estimation module 129 generates estimated torque
data T, based on the inverter phase voltages V ., Vg and
V cn The torque estimation module 129 will be described in
further detail below.

The torque compensation module 131 is configured to
generate the final torque command data T_,,; 4,..; based on
the estimated torque data T,,, and the raw torque command
T e

The PWM generation module 112 may provide the
machine terminal voltage estimation module 127 with the
inverter duty cycle information (d,, d,, d.). The machine
terminal voltage estimation module 127 may estimate present
phase voltages V ,,, V. -and V ., of the inverter circuit 188
such that the estimated present phase voltages (V ,», Vzr-and
Vo) accurately resemble the actual output phase voltages
(VANiactuaZS VBNiactuaZ and VCNiactuaZ)S as will be described
further below.

Machine Terminal Voltage Estimation

The inverter present phase voltages V ,,, Vg and Vo are
determined by the system processor 120 using a machine
terminal voltage estimation method according to an example
embodiment.

When an IPM machine is running in a flux weakening (high
speed) region, the inverter controls a line to machine neutral
voltage below a certain threshold voltage. To make the control
more difficult, there are machine tolerance factors which can
affect the machine line to neutral voltage. For example, steel
used in the IPM machine is different between manufactures
causing different saturation levels and varying inductance
parameters which effect machine terminal voltage. Also, the
permanent magnet material used in machine design has dif-
ferent characteristics which affect the back emf voltage value.
Additional factors which impact terminal voltage are ambient
temperature and initial position offset calibration.

By understanding that each machine has different charac-
teristics, it becomes a challenge when operating in a flux
weakening region to ensure the machine’s terminal voltage
does not exceed a threshold value. If the machine voltage
becomes too high, the inverter will lose control of proper
current regulation, which can cause increased torque ripple,
machine heating, harmonics, and other effects due to loss of
control.

At least one example embodiment discloses a control
device for controlling a machine. The control device may
include a processor, such as the processing system 120 (or, in
more detail, the processor 264) configured to select a modu-
lation mode and determine a plurality of terminal phase volt-
ages of the machine based on the selected modulation mode.

At least one example embodiment discloses a control
device for controlling an alternating current (ac) machine.
The control device may include a processor configured to
select a modulation mode from a plurality of modulation
modes, determine a plurality of present phase voltages corre-
sponding to phases of an inverter based on the selected modu-
lation mode, the determination compensating for deadtimes
associated with the selected modulation mode and phases of
the inverter, the inverter configured to drive the ac machine
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and determine an estimated terminal voltage based on the
plurality of present phase voltages.

In an example embodiment, the processor is configured to
determine the plurality of present phase voltages of the
inverter based on a direction of a carrier wave of the selected
modulation mode and polarities of phase currents associated
with the plurality of present phase voltages of the inverter
when a first modulation mode is the selected modulation
mode.

In an example embodiment, the processor is configured to
determine the plurality of present phase voltages of the
inverter based on polarities of phase currents associated with
the plurality of present phase voltages of the inverter and
clamped switches in corresponding phases of the inverter
when a second modulation mode is the selected modulation
mode.

In an example embodiment, the processor is configured to
determine the plurality of present phase voltages of the
inverter further based on duty ratios of the selected modula-
tion mode associated with the phases, respectively.

In an example embodiment, the processor is configured to
determine the plurality of present phase voltages of the
inverter based on polarities of currents associated with the
plurality of present phase voltages of the machine and
clamped switches in corresponding phases of the inverter.

In an example embodiment, the processor is configured to
determine a first rotor position, the first rotor position being a
rotor position of the machine for transformation of a plurality
of phase currents associated with the plurality of present
phase voltages of the inverter and determine a second rotor
position based on the first rotor position, the second rotor
position being a rotor position of the machine for transforma-
tion of the plurality of present phase voltages of the inverter,
the first rotor position and the second rotor position being
different.

In an example embodiment, the processor is configured to
the processor is configured to determine the second rotor
position such that the second rotor position occurs at a time
synchronized with the determination of the plurality of
present phase voltages of the inverter.

In an example embodiment, the processor is configured to
transform the plurality of present phase voltages of the
inverter from three phases to two phases based on the second
rotor position and determine the estimated terminal voltage
based on the transformed plurality of present phase voltages
of the inverter, the estimated terminal voltage being two-
phase rotating reference frame voltages.

In an example embodiment, the processor is configured to
transform the plurality of present phase voltages of the
inverter into two-phase stationary reference frame voltages.

In an example embodiment, the processor is configured to
determine the estimated terminal voltage based on the two-
phase stationary reference frame voltages, the estimated ter-
minal voltage representing a magnitude of a three phase line
to line voltage.

In an example embodiment, the control device is a digital
signal processor (DSP).

In an example embodiment, the processor is configured to
the selected modulation mode is one of space vector pulse
width modulation (SVPWM) and discontinuous pulse width
modulation.

At least one example embodiment discloses a method of
determining an estimated terminal voltage of an inverter for
an alternating current (ac) machine. The method includes
selecting a modulation mode from a plurality of modulation
modes, determining a plurality of present phase voltages cor-
responding to phases of an inverter based on the selected
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modulation mode, the determination compensating for dead-
times associated with the selected modulation mode and
phases of the inverter, the inverter configured to drive the ac
machine and determining an estimated terminal voltage
based on the plurality of present phase voltages.

In an example embodiment, the determining the plurality
of present phase voltages determines the plurality of present
phase voltages of the inverter based on a direction of a carrier
wave of the selected modulation mode and polarities of phase
currents associated with the plurality of present phase volt-
ages of the inverter when a first modulation mode is the
selected modulation mode.

In an example embodiment, the determining the plurality
of present phase voltages determines the plurality of present
phase voltages of the inverter based on polarities of phase
currents associated with the plurality of present phase volt-
ages of the inverter and clamped switches in corresponding
phases of the inverter when a second modulation mode is the
selected modulation mode.

In an example embodiment, the determining the plurality
of present phase voltages determines the plurality of present
phase voltages of the inverter further based on duty ratios of
the selected modulation mode associated with the phases,
respectively.

In an example embodiment, the determining the plurality
of present phase voltages determines the plurality of present
phase voltages of the inverter based on polarities of currents
associated with the plurality of present phase voltages of the
machine and clamped switches in corresponding phases of
the inverter.

In an example embodiment, the determining the estimated
terminal voltage includes determining a first rotor position,
the first rotor position being a rotor position of the machine
for transformation of a plurality of phase currents associated
with the plurality of present phase voltages of the inverter and
determining a second rotor position based on the first rotor
position, the second rotor position being a rotor position of
the machine for transformation of the plurality of present
phase voltages of the inverter, the first rotor position and the
second rotor position being different.

In an example embodiment, the determining the second
rotor position determines the second rotor position such that
the second rotor position occurs at a time synchronized with
the determination of the plurality of present phase voltages of
the inverter.

In an example embodiment, the determining the estimated
terminal voltage includes transforming the plurality of
present phase voltages ofthe inverter from three phases to two
phases based on the second rotor position and determining the
estimated terminal voltage based on the transformed plurality
of present phase voltages of the inverter, the estimated termi-
nal voltage being two-phase rotating reference frame volt-
ages.

In an example embodiment, the determining the estimated
terminal voltage includes transforming the plurality of
present phase voltages of the inverter into two-phase station-
ary reference frame voltages.

In an example embodiment, the determining the estimated
terminal voltage determines the estimated terminal voltage
based on the two-phase stationary reference frame voltages,
the estimated terminal voltage representing a magnitude of a
three phase line to line voltage.

In an example embodiment, the selected modulation mode
is one of space vector pulse width modulation (SVPWM) and
discontinuous pulse width modulation.

FIG. 4 illustrates an inverter circuit configured to output
control signals to an electrical motor, according to an example
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embodiment. The inverter circuit 188 includes electrical com-
ponents including, but not limited to, switching semiconduc-
tors (430-431, 434-435 and 438-439), diodes (432-433, 436-
437 and 440-441), motor phase impedance 443-445, a dc-bus
voltage 442 to generate, modify and control pulse-width
modulated signals or other alternating current signals (e.g.,
pulse, square wave, sinusoidal, or other waveforms) applied
to the motor 117 of FIG. 1A.

To prevent shoot through at the output of the inverter circuit
188, a dead time or blanking time is introduced in PWM
switching, which may cause mismatching between the d/q-
axis voltage commands Vd* and Vq* and the actual phase
Ol‘ltput VOhageS (e'g'i VANiactuaZS VBNiactuaZ and VCNiactuaZ)'
During the dead time, neither the top switch nor the bottom
switch of any given phase of the inverter circuit 188 conducts.
In one example embodiment, switches 430, 434 and 438
constitute the top switches of one of the phases A, B and C,
respectively, while switches 431, 435 and 439 constitute the
bottom switches of one of the phases A, B and C, respectively.

During the dead time, the actual inverter output voltages
Vun actuar YN _actuar A4V cn aoniqr are determined based
on the direction of current flowing through one of the top or
bottom diodes of one of the phases (e.g., diodes 432 or 433
corresponding to phase A). The dead time impact on the
mismatching between the d/q-axis voltage commands Vd*
and Vg* (converted into three phase duty cycles (d,,d,,d.via
the pulse width modulation generation module 112) and the
actual present phase voltages Vn ,cnwr Van acna: 80d
Ven acmar May also depend on other factors including, but
not limited to, the PWM switching frequency as the percent-
age ratio of a fixed dead time period of a PWM period varies
as the PWM switching frequency changes, and motor oper-
ating mode. For example, when the motor 117 is running in
motoring mode, the actual inverter terminal voltage is less
than the d/q-axis voltage commands, while when the motor
117 is running in braking mode, the actual inverter terminal
voltage is higher than the d/q-axis voltage commands. As a
result, the d/q-axis commands may not be a good indicator of
the actual terminal voltage indicator due to the described
mismatching.

Voltage drops across switches and diodes of the inverter
circuit 188 also contribute to the mismatching. For example,
when one of the top or bottom switches of any given phase of
the inverter circuit 188 conducts, there may be a voltage drop
across a switch and/or a diode associated with one of the
phases. For example, when the top switch 430 associated with
phase A conducts, there may be a voltage drop across the
switch 430 or the diode 432, which may be referred to as
Vicsr o ofswitch4300rV,, ;. ,of diode 432, respectively.

Therefore, accurately estimating the inverter present phase
Vs Vea and V., enables the system to account for the
mismatching between the estimated present phase voltages
Vs Vea and V., and the actual present phase voltages
Vin_acar Vv _acuma M4V e uoniqr and accordingly adjust
the d/q-axis current commands. The adjustment may in turn
enable compensating for the extra high terminal voltage at the
machine, thus assuring motor control stability.

The estimation of the actual terminal voltages and adjust-
ment of the d/g-axis current commands will be described
below.

FIGS. 5A-B illustrate a pulse width modulation (PWM)
cycle and a double control period of the pulse width modu-
lation module of FIGS. 1A-1B, for a double control mode,
according to an example embodiment. FIG. 5A illustrates a
PWM carrier wave. A single PWM cycle may be defined as
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the time from arising edge on the signal to the next rising edge
of'the signal. For example, 561 to 562 defines one PWM cycle
in FIG. 5A.

FIG. 5B depicts a double control mode, in which case there
are two control signals per PWM cycle (e.g., 1 control signal
per half of a single PWM cycle, where PWM cycle is defined
from 563 to 565 (e.g., same as the PWM cycle in FIG. 5A),
and half a cycle is defined as 563 to 564 and 564 to 565 as
shown in FIG. 5B. Therefore, in the example embodiment
where the PWM switching frequency is 5 kHz and measure-
ments are sampled at 25 MHz (e.g., 40 ns), then for the case
of double control mode, there will be half as many counts
(e.g., measurements) of V_,(e.g. 2500), where X is one of the
phases a, b, or ¢ in each control period. As can be seen from
FIGS. 5A-5B, PWM cycles may not be the same and may
differ from one cycle to another due to, for example, varying
PWM switching frequency.

In an example embodiment, the machine terminal voltage
estimation module 127 samples the present DC bus voltage,
present phase currents, and a unit delay of each of three
previous duty cycles in every double control period to esti-
mate the machine terminal voltage. The previous duty cycle
values are used due to the fact that the present calculated duty
cycle will be used in the next control period.

FIG. 6 illustrates particular modules, including the
machine terminal voltage estimation module 127 of the sys-
tem shown in FIG. 1A, according to an example embodiment.
In particular, FIG. 6 illustrates the machine terminal voltage
estimation module 127, the terminal voltage feedback mod-
ule 108 and the current adjustment module 107. The machine
terminal voltage estimation module 127 may include an esti-
mator 644 for estimating a three-phase line to negative rail
averaging voltage (V ., V- and Vo), as will be described
below. The machine terminal voltage estimation module 127
may further include a filter 645 for filtering the estimated line
to negative rail voltage, as will be described below. The
machine terminal voltage estimation module 127 may further
include a threshold calculation module 646, which calculates
a terminal voltage threshold, as will be described below. The
terminal voltage threshold may then be used in determining a
terminal voltage feedback, as will be described below. Fur-
thermore, FIG. 6 illustrates the terminal voltage feedback
module 108 shown in FIG. 1A, which determines the terminal
voltage feedback based on the terminal voltage threshold and
the estimated terminal voltage, as will be described below.
FIG. 6 also illustrates the current adjustment module 107,
shown in FIG. 1, which adjusts the d/q-axis current com-
mands based on the terminal voltage feedback, as will be
described below.

As discussed earlier, the modules depicted in FIG. 6 may
be executed by the system processor 120, shown in FIGS.
1A-1B, and implemented on a variety of hardware including,
but not limited programmable logic devices such as a digital
signal processor or FPGA. For example, the processor 264
may be programmed to execute the module shown in FIGS.
1A-1B.

FIG. 7 illustrates a DSP based method carried out by the
machine terminal voltage estimation module, terminal volt-
age feedback module and current adjustment module, shown
in FIG. 6, according to an example embodiment.

At 8749, the system processor 120 selects a modulation
mode. For example, the system processor may select space
vector pulse width modulation (SVPWM) or discontinuous
pulse width modulation as the selected modulation mode. In
an example embodiment, the system processor 120 may
select between SVPWM and DPWM based on a modulation
index. The modulation index is the ratio between a desired
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output voltage and the available DC bus voltage. While an
example is described below with regards to DPWM2, it
should be understood that the discontinuous pulse width
modulation (DPWM) mode may be DWPMI1, DPWM2,
DPWM3 or dynamic DPWM.

The processor 120 may switch between SVPWM and the
DPWM2 equations based on the selected modulation mode.
For example, it DPWM?2 is selected and the current sector is
“17, the processor 120 uses the DPWM2 equations to esti-
mate the phase a voltage and uses SVPWM equations to
estimate phase b and phase ¢ voltages. If DPWM2 is not
active, the processor 120 uses the SVPWM equations to esti-
mate the phase voltages.

At S750, the system processor 120, via estimator 644
shown in FIG. 6, determines a plurality of present phase
voltages (present control step voltages) V, based on the
selected modulation mode. The estimator 644 utilizes inputs
such as the plurality of voltages using a plurality of data
including, but not limited to, a d_-bus voltage, duty cycle for
driving each phase of the inverter circuit 188, the instanta-
neous current polarity, a voltage across at least one switch
associated with the corresponding phase of the inverter circuit
188, and the deadtime (or blanking time) of the inverter
circuit 188.

Estimation for SVPWM

The machine terminal voltage estimation module 127 uses
four different equations used to calculate the present phase
voltages V ,,depending on two parameters, the phase current
polarity and the carrier direction. The first parameter, carrier
direction, is based on the slope of the PWM carrier waveform
(shown in FIG. 5A). For the case of the double control, a
positive PWM carrier waveform slope correlates to a carrier
direction of one, and a negative PWM carrier waveform slope
is equal to a carrier direction of zero. The machine terminal
voltage estimation module 127 may determine the carrier
direction using any known method.

The second parameter used to select the V,, equation, is
the current polarity. The current polarity may be determined
by the secondary processing module 116, for example. If
phase current is positive, the present (present control step)
V - values can be calculated by the machine terminal voltage
estimation module 127, as described below.

The table below shows the four possible combinations of
the carrier direction and current polarity and the associated
V 4 equation.

TABLE 1

Carrier Current
Dir.  Polarity
(1 =pos, (1 =pos,

0 =neg) O=neg) V xn Equations

0 0 Vv = (Vae + Vaiode_x)(dx + 7) + Vigie (1 = ds = 7)
0 1 _

Vixn = (Vae = Vicer o )(de) = Viiode (1 — dy)
1 0

Vixn = (Vae = Vaiode x)(dx) + Vigpr «(1 = dy)

Vv = Vae = Vicpr)(dx = 7) = Vaipge x(1 = ds +7)

where T is the deadtime ratio, where
T = 2*deadtime*switching frequency (1)
ViGar x is the voltage across the switch (IGBT) of the corresponding phase X, V giog. » is the

voltage across the switch (diode) of the corresponding phase x and d, is the modulation duty
cycle of phase X.

The deadtime is an inverter parameter. The deadtime can be
a different value based on different IGBTs and different
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switching frequencies. In other words, the deadtime may be
determined by the IGBT hardware. As described, deadtime is
the time between one IGBT turning off in a phase leg before
the other IGBT in the same phase leg can turn on to prevent a
shoot-through condition.

The equations shown in Table 1 may be implemented using
a DSP. However, it should be understood that the equations in
Table 1 may be modified to be performed using an FPGA. For
example the V,,; equations may be different because the
FPGA based terminal voltage estimation knows exactly when
the switches are on and off. The DSP may not have the
capability to know when the switches are on and off.

Estimation for DPWM2 Mode

The machine terminal voltage estimation module 127 uses
four different equations used to calculate the present phase
voltages V ;, when in DPWM2 mode. The machine terminal
voltage estimation module 127 selects the correct equation
based on two parameters, the phase current polarity and the
phase switch clamping. The table below shows the phase
switch clamping information based on the sector number.

TABLE 2

Sector Number Phase switch Clamped

Phase A Top (switch 430)
Phase C Bottom (switch 439)
Phase B Top (switch 434)
Phase A Bottom (switch 431)
Phase C Top (switch 438)
Phase B Bottom (switch 435)

[ N T R S

As should be understood, the clamping pattern is different
between DPWM1, DPWM2, and DPWM3. The clamping
patterns are based on the instantaneous voltage space vector.
Based on the angle of the voltage space vector a sector num-
ber is determined by the processor 120 and a corresponding
phase switch is clamped.

The current polarity may be determined by the secondary
processing module 116, for example. If phase current is posi-
tive the following present V., values are calculated by the
system processor 120 (using the machine terminal voltage
estimation module 127):

I is positive and top switch is clamped,then V, =V, .~

@

VI GBT

I is positive and bottom switch is claimed,then V=—

3
If phase current is negative the following present V.,

values are calculated by the system processor 120 (using the

machine terminal voltage estimation module 127):

Vdiode

I is negative and bottom switch is clamped,then

Q)

Vin=Viear

I is negative and top switch is clamped,then

Von=VactVgioge )]

For every count, the system processor 120, in one example
embodiment, determines a present control step voltage V.,
for each phase, based on a current polarity in the inverter
circuit 188.

At any given one time for a given phase of the inverter
circuit 188, either the top or bottom switch is turned on or they
may both be off (e.g., dead time or blanking time as described
above). For example, the length of time, during each PWM
cycle, where the top or bottom switches are turned on may
depend on a duty cycle associated with each switch of each
phase in a given PWM cycle. For example, the duty cycle of
switch 430 associated with phase A may be 40% percent,
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which means that in any given PWM cycle, switch 430 is on
for 40% percent of the time while switch 431 is on for 60% of
the time in an ideal case without deadtime inserted. However,
as discussed above, in any given PWM cycle, a very small
amount of dead time is introduced during which neither the
top or bottom switch is turned on (e.g., 3 micro seconds), in
order to prevent shoot through.

Furthermore, the switches may be turned on or off via the
gate drive signals/voltages, which may constitute relatively
small amount of voltage needed to turn on/off a given tran-
sistor (e.g., the IGBT transistor operating as switch 430).

The plurality of present phase voltages V ,, Ve and V.,
are instantaneous voltage calculations (performed by the pro-
cessor 120) and are the average voltage for the current regu-
lation interval. The processor 120 takes one sample of V ., for
each phase per current regulation interval.

In an example embodiment utilizing FPGA, the processor
120 determines a plurality of instantaneous voltages (e.g.,
2500 measurements forV ., Vz-and V -, in a double control
mode shown in FIG. 6B), the processor 120, at step S751,
averages the instantaneous voltages over one active current
regulation interval.

The processor 120 may average the instantaneous voltages
(also referred to as line-to-negative rail averaging voltage),
V xa» based on:

1 L (6)
Vv = 7 Z Vv (k)
=1

where T is the total number of counts/measurement samples
per PWM cycle or per control interval (e.g., 5000 counts per
PWM cycle and per control interval in a single control mode
or 2500 counts per control mode in a double control mode
(assuming a frequency of 5 kHz and a sampling rate of 25
mHz (e.g., 40 ns)).

Returning to the DSP based method in FIG. 7, at S752, the
system processor 120 determines a terminal voltage vector
space using the present phase voltages Vy,. The processor
120 determines the terminal voltage vector space based on:

52 2 4 7
V=3 (Var + Viw T Ve -ef'?”) ™

The processor 120 splits the real and imaginary parts of the
space vector V, in order to calculate the magnitude of the
space vector V, based on:

2 2r ar (8)
Vs reat = 3 -(VAN + Vpy -cos(?] + Vey -cos(?]]

2 o (4x
Vs_imag = 3 '(VBN 'Slﬂ(?] + Vew 'Sm(?]]

By calculating the magnitude of the space vector V,, the
processor 120 determines the line-to-neutral terminal voltage
peak (S753), which is the estimated terminal voltage, based
on:

)

Estimated Terminal Voltage=V,.,,, .=
10)

Vismeneutrat-pea™N Vs _real +Vs_imag )

At S755, the system processor 120 may filter the estimated
terminal voltage. The system processor 120 may filter the
estimated terminal voltage because the estimated terminal
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voltage may include undesired oscillations. Therefore, in
order to provide a smoother control feedback signal, a filter-
ing may be performed to eliminate the undesired oscillations.
In one example embodiment, the filtering may be based on
low-pass filtering of the estimated terminal voltage. In an
example embodiment, the low-pass filtering may constitute
calculating a moving average of the estimated terminal volt-
age.
At S756, the system processor 120, via the threshold cal-
culation module 127 (the threshold calculator 646), may
determine a line-to-neutral peak voltage threshold (terminal
voltage threshold) by:

. Vde

11
Vierm max = —— b
A

The square root of three is used to limit the terminal voltage
to the linear region of the space vector pulse width modula-
tion scheme. The DC bus voltage Vdc is a dynamic value and
the terminal voltage will therefore also be a dynamic value
dependent upon the DC bus voltage Vdc.

Then there are two gains (terminal voltage limit gain
motoring mode & terminal voltage limit gain braking mode),
and depending on the operating mode, the processor selects
the corresponding gain to be multiplied by the terminal volt-
age threshold. The gains are selected to limit the terminal
voltage from a maximum value of V,,,,, ... down to a lower
value. The value is can be different for different applications
where a user may want to limit voltage to 460V, or perhaps to
440V.

The system processor 120 adjusts the terminal voltage
threshold by a gain to further reduce maximum output voltage
during motor and/or braking operating conditions (allowing a
user to reduce the terminal voltage threshold to a select value)
by:

(12

V term_motoring_timited_max =

Vde

% (Terminal Voltage Limit Gain_Motoring Mode)

where

0 < Gain< 1
N B 13
V term_generating_limited_max = 13

vd
‘ % (Terminal Voltage Limit Gain_Braking Mode)
3

where
0 < Gain< 1

The gains may be selected by the processor 120 in accor-
dance with a selected maximum voltage.

The system processor 120 may determine if the moving
average filtered estimated terminal voltage is different than
the actual machine terminal voltage. If so, the estimated ter-
minal voltage can be modified by adding offset parameters to
the estimated terminal voltage value.

To determine the difference, the system processor 120
compares the estimated voltage to the actual measured
(power analyzer or oscilloscope) terminal voltage. This com-
parison is done in an algorithm development phase to obtain
offset parameters. Once the offsets have been determined, the
actual voltage does not need to be measured.
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The system processor 120 determines the modified esti-
mated terminal voltage for the motoring and braking modes
by:

T .
Vterm7estimated4moton'ngioﬁet =V ierm_ess+(Terminal
Voltage Offset_Motoring Mode) (14)
T .
Vterm,estimated,braking,oﬂset =V ierm_es+(Terminal

Voltage Offset_Braking Mode) (15)

where Terminal Voltage Offset_Motoring Mode is the offset
for the motoring mode and Terminal Voltage Offset_Braking
Mode is the offset for the braking mode.

The offset parameters Terminal Voltage Offset_Motoring
Mode and Terminal Voltage Offset_Braking Mode may be
determined by empirical data. For example, to select the
offset parameter values, the system processor 120 may dis-
able a terminal voltage compensation enable parameter to
prevent feedback control. By doing this, the estimated termi-
nal voltage will still be calculated even though the closed loop
control is disabled. The system processor 120 compares the
estimated terminal voltage values against the power analyzer
actual machine terminal voltage values for motoring and
braking conditions. The system processor 120 adjusts the
offset parameters Terminal Voltage Offset_Motoring Mode
and Terminal Voltage Offset_Braking Mode accordingly for
motoring and braking operations such that the estimated ter-
minal voltage and the actual measured terminal voltage are
equal and/or close to equal to each other.

AtS757, the system processor 120, via the terminal voltage
feedback module 108, shown in FIGS. 1A and 6, determines
a terminal voltage feedback. The system processor 120 may
determine the terminal voltage feedback by determining a
difference between a filtered estimated terminal voltage (after
determining whether any offsets are to be applied) and the
terminal voltage threshold (after determining whether the
terminal voltage threshold is to be adjusted by a gain). In an
example embodiment, the offsets and gains are always
applied to the terminal voltage threshold and estimated ter-
minal voltage.

If the filtered estimated terminal voltage exceeds the ter-
minal voltage threshold, the processor 120, via the current
adjustment module 107 and using the difference as a feedback
parameter, may adjust the d-axis current command by
decreasing the d-axis current command (S758). If the d-axis
current needs to be modified it will change from a negative
value (e.g., —110 A) to a negative value having a magnitude is
greater than the initial d-axis current command (e.g., - 150 A).

However, if the filtered estimated terminal voltage is lower
than the terminal voltage threshold, the processor 120 makes
no adjustment in the d-axis current command (S759). At
S760, the processor 120 adjusts the g-axis current command
based on the adjustment of the d-axis current command so as
to keep the total current magnitude constant. Therefore, if no
adjustment is made to the d-axis current command at S759,
then no subsequent adjustment to g-axis current command is
made at S760, either.

The loop feedback described with reference to steps S757-
S760 may be performed by a proportional integral (PI) con-
troller in the system processor 120.

FIG. 8 illustrates adjustments to the d/q-axis current mag-
nitudes and the corresponding angle such that the total current
magnitude is kept constant, according to an example embodi-
ment. Keeping the total current magnitude 880 the same (by
adjusting the d-axis current command 882 and g-axis current
command 883) while changing the gamma angle 881 may
enable a better control of the machine terminal voltage and
avoiding excessive heating in motor windings on the inverter
circuit 188.
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Referring to FIGS. 1 and 6, in one example embodiment,
the current adjustment module 107 may be executed by the
system processor 120 in order to determine the d/q-axis cur-
rent adjustment command and the gamma angle (designated
as id adjustment command, iq adjustment command and
Gamma angle adjustment in FIG. 6).

The adjustments to the d/g-axis current commands such
that the total current magnitude is kept constant may be based
on the following calculations:

(16)

where I, 880 of FIG. 8 is the total current magnitude. The
adjustment to the d-axis current command 882 may be deter-
mined based on:

1 2 2
F A A A

a7

1y cma_new=la_oma_rawli_cma_agjustea

Therefore, given (1) and (2), the adjustment to the g-axis
current command 883 may be determined based on:

I a_emd_new ¥ I s,cmdz —~L4_cmd_n ew2 (18)

Further details regarding how the processor 120 may deter-
mine the error as well as the adjustments to the d/g-axis
current command are described in another patent application
by the inventors (U.S. Pub. 2012/0217923), incorporated
herein by reference, in its entirety.

Torque Observation and Compensation

The torque accuracy of a lookup table based control
scheme is normally affected by the machine parameters varia-
tion and abnormal operating conditions such as inductances
and flux linkage produced by a permanent magnet.

Machine steel characteristics variation from different sup-
pliers can cause different saturation behavior along d/q-axis
and accordingly vary inductances L,/L,. These machine
parameter variations can change the generated torque for a
selected current operating point.

By understanding that each machine has different charac-
teristics and different behavior on parameter variation, it
becomes difficult to achieve accurate torque production by
using lookup table only based method.

To increase the robustness to these uncertainties and main-
tain high accuracy torque production, the inventors have dis-
covered a torque estimation scheme and a torque compensa-
tor. The torque observer scheme estimates an instantaneous
shaft output torque. And a close-loop torque compensation
scheme adjusts the current command based on the difference
between the raw torque command and the estimated torque,
such that the generated shaft torque can still follow the raw
reference torque under machine parameter variation and dif-
ferent operating conditions.

At least one example embodiment discloses a method of
estimating shaft torque of an alternating current machine. The
method includes determining phase current command values,
estimating terminal voltage values based on actual phase
current values and based on at least one of a duty cycle and a
dead time ratio of the machine, transforming the terminal
voltage values to derive direct and quadrature voltage repre-
sentations consistent with the current command values, deter-
mining a terminal power of one or more terminals of the
machine, the terminal power directly based on the direct and
quadrature voltage representations of the machine and the
current command values and determining an estimated shaft
torque of the machine based on the terminal power in accor-
dance with at least one efficiency value based on machine
parameters from a characterization of the machine.

In an example embodiment, the method further includes
adjusting a torque command applied to the machine such that
the estimated shaft torque substantially equals a torque com-
mand for a sampling interval.
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In an example embodiment, the efficiency value varies with
at least one of the torque command and a voltage over speed
ratio.

In an example embodiment, the adjusting the torque com-
mand includes determining an error between the torque com-
mand and the estimated shaft torque, generating a saturated
torque value based on the error and generating the adjusted
torque command based on the saturated torque value.

In an example embodiment, the adjusting the torque com-
mand includes generating the adjusted torque command
based on a proportional integral (PI) function.

In an example embodiment, the method further includes
determining an operating mode, the operating mode being
one of a braking mode and a motoring mode and obtaining an
efficiency table associated with the operating mode, the effi-
ciency table including efficiency values corresponding to
torque command percentages and voltage-speed ratios,
respectively, the efficiency table being stored in a storage
device and the efficiency table including the at least one
efficiency value.

In an example embodiment, the method further includes
receiving an input torque command percentage and an input
voltage-speed ratio and determining an estimated shaft power
based on the terminal power and the efficiency value corre-
sponding to the input torque command percentage and the
input voltage-speed ratio.

In an example embodiment, the determining the estimated
shaft torque includes determining a shaft torque based on the
estimated shaft power and speed of the shaft and determining
the estimated shaft torque by filtering the shaft torque.

At least one example embodiment discloses a method of
estimating shaft torque of an alternating current machine. The
method includes measuring phase currents associated with
one or more stator windings of the machine, estimating ter-
minal voltage values based on the measured phase currents
representations of the machine and based on at least one of a
duty cycle and a dead time ratio of the machine, transforming
the terminal voltage values to derive direct and quadrature
voltage representations consistent with the measured phase
currents, determining a terminal power of one or more termi-
nals of the machine, the terminal power directly based on one
of the estimated terminal voltage values and direct and
quadrature voltage representations of the machine and cur-
rent command values and determining an estimated shaft
torque of the machine based on the terminal power in accor-
dance with at least one efficiency value based on machine
parameters from a characterization of the machine.

In an example embodiment, the method further includes
adjusting a torque command applied to the machine such that
the estimated shaft torque substantially equals a torque com-
mand for a sampling interval.

In an example embodiment, the efficiency value varies with
at least one of the torque command and a voltage over speed
ratio.

In an example embodiment, the adjusting the torque com-
mand includes determining an error between the torque com-
mand and the estimated shaft torque, generating a saturated
torque value based on the error and generating the adjusted
torque command based on the saturated torque value.

In an example embodiment, the adjusting the torque com-
mand includes generating the adjusted torque command
based on a proportional integral (PI) function.

In an example embodiment, the method further includes
determining an operating mode, the operating mode being
one of a braking mode and a motoring mode and obtaining an
efficiency table associated with the operating mode, the effi-
ciency table including efficiency values corresponding to
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torque command percentages and voltage-speed ratios,
respectively, the efficiency table being stored in a storage
device and the efficiency table including the at least one
efficiency value.

In an example embodiment, the method further includes
receiving an input torque command percentage and an input
voltage-speed ratio and determining an estimated shaft power
based on the terminal power and the efficiency value corre-
sponding to the input torque command percentage and the
input voltage-speed ratio.

In an example embodiment, the determining the estimated
shaft torque includes determining a shaft torque based on the
estimated shaft power and speed of the shaft and determining
the estimated shaft torque by filtering the shaft torque. At least
one example embodiment discloses a system including a
processor configured to determine phase current command
values associated with an alternating current machine, esti-
mate terminal voltage values based on actual phase current
values and based on at least one of a duty cycle and a dead
time ratio of the alternating current machine, transform the
terminal voltage values to derive direct and quadrature volt-
age representations consistent with the current command val-
ues, determine a terminal power of one or more terminals of
the machine, the terminal power directly based on the direct
and quadrature voltage representations of the machine and the
current command values and determine an estimated shaft
torque of the machine based on the terminal power in accor-
dance with at least one efficiency value based on machine
parameters from a characterization of the machine.

In an example embodiment, the processor is configured to
adjust a torque command applied to the machine such that the
estimated shaft torque substantially equals a torque command
for a sampling interval.

Inan example embodiment, the efficiency value varies with
at least one of the torque command and a voltage over speed
ratio.

In an example embodiment, the processor is configured to
determine an error between the torque command and the
estimated shaft torque, generate a saturated torque value
based on the error and generate the adjusted torque command
based on the saturated torque value.

In an example embodiment, the processor is configured to
generate the adjusted torque command based on a propor-
tional integral (PI) function.

In an example embodiment, the processor is configured to
determine an operating mode, the operating mode being one
of a braking mode and a motoring mode and obtain an effi-
ciency table associated with the operating mode, the effi-
ciency table including efficiency values corresponding to
torque command percentages and voltage-speed ratios,
respectively, the efficiency table being stored in a storage
device and the efficiency table including the at least one
efficiency value.

In an example embodiment, the processor is configured to
receive an input torque command percentage and an input
voltage-speed ratio and determine an estimated shaft power
based on the terminal power and the efficiency value corre-
sponding to the input torque command percentage and the
input voltage-speed ratio.

In an example embodiment, the processor is configured to
determine a shaft torque based on the estimated shaft power
and speed of the shaft and determine the estimated shaft
torque by filtering the shaft torque.

At least one example embodiment discloses a system
including a processor configured to measure phase currents
associated with one or more stator windings of an alternating
current machine, estimate terminal voltage values based on
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the measured phase currents representations of the machine
and based on at least one of a duty cycle and a dead time ratio
of the machine, transform the terminal voltage values to
derive direct and quadrature voltage representations consis-
tent with the measured phase currents, determine a terminal
power of one or more terminals of the machine, the terminal
power directly based on one of the estimated terminal voltage
values and direct and quadrature voltage representations of
the machine and current command values and determine an
estimated shaft torque of the machine based on the terminal
power in accordance with at least one efficiency value based
on machine parameters from a characterization of the
machine.

In an example embodiment, the processor is configured to
adjust a torque command applied to the machine such that the
estimated shaft torque substantially equals a torque command
for a sampling interval.

In an example embodiment, the efficiency value varies with
at least one of the torque command and a voltage over speed
ratio.

In an example embodiment, the processor is configured to
determine an error between the torque command and the
estimated shaft torque, generate a saturated torque value
based on the error and generate the adjusted torque command
based on the saturated torque value.

In an example embodiment, the processor is configured to
generate the adjusted torque command based on a propor-
tional integral (PI) function.

In an example embodiment, the processor is configured to
determine an operating mode, the operating mode being one
of a braking mode and a motoring mode and obtain an effi-
ciency table associated with the operating mode, the effi-
ciency table including efficiency values corresponding to
torque command percentages and voltage-speed ratios,
respectively, the efficiency table being stored in a storage
device and the efficiency table including the at least one
efficiency value.

In an example embodiment, the processor is configured to
receive an input torque command percentage and an input
voltage-speed ratio and determine an estimated shaft power
based on the terminal power and the efficiency value corre-
sponding to the input torque command percentage and the
input voltage-speed ratio.

In an example embodiment, the processor is configured to
determine a shaft torque based on the estimated shaft power
and speed of the shaft and determine the estimated shaft
torque by filtering the shaft torque.

Referring back to FIG. 3, the torque estimation module 129
generates estimated torque data T, , based on the inverter
phase voltages V., Vzy and V,, generated from the
machine terminal voltage estimation described above.

As will be described in greater detail below, the torque
estimation module 129 estimates terminal power directly
based on terminal voltage and current commands. An effi-
ciency converts the terminal power into shaft power. The
current commands are used instead of actual current to reduce
oscillation in estimated power. The torque estimation module
129 estimates machine shaft torque based on the estimated
power, measured speed and operating point efficiency infor-
mation. The operating point efficiency information is stored
in a lookup table, which is obtained during a motor charac-
terization stage.

During motor characterization, multiple current com-
mands are used at different speed points, which generates
MTPA (maximum torque per amp) and MTPV (maximum
torque per volt) curves. Many items are recorded such as
phase current, phase voltage, torque, speed, etc. Efficiency
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data is generated by recording machine input power (terminal
power) and also shaft power. By dividing shaft power by input
power for each characterized operational point, an efficiency
lookup table is generated. Then the inputs to the lookup table
are the torque command percentage and voltage/speed ratio.
The output will be an efficiency value.

Generally, motor characterization is a procedure used to
determine d-axis and g-axis commands for a specific speed
and torque command. The procedure is repeated at multiple
torque commands and multiple speeds. Any know motor
characterization procedure may be used.

The torque estimation module 129 does not need to use
machine parameters information.

The torque estimation module 129 includes the rotor posi-
tion 0, calculation module 310 which determines the rotor
position 6, for a Park transformation on the phase voltages
V a» VyandV ... Therotor position calculation module 310
determines the rotor position 8, based on a rotor position used
for a Park transformation on phase currents 6, or an extrapo-
lated rotor position used for an inverse Park transformation in
SVPWM 6..

The rotor position 6, is the actual rotor position value (from
aresolver) at the same instant the phase currents are sampled.
8, is calculated by the processor from 6, deadtime, PWM
period, and speed.

FIGS. 9A-9C illustrate different examples of calculating
the rotor position 0,

FIG. 9A illustrates an example embodiment of determining
the rotor position 0, using double control DSP based terminal
voltage estimation.

FIG. 9A illustrates four control cycles, which are equiva-
lent to two PWM switching cycles using double control.
Using the k” control cycle as an example, the system proces-
sor 120 executes numerous tasks.

When the phase current information at the k™ cycle, i.e.,
i,,.1K] is ready, the system processor 120 will get this current
information. With the rotor position at this time instant after
compensation, i.e., the rotor position 8 [k], Park transforma-
tion on the phase currents is performed to get the actual
current i, [k].

The current regulation controller 111 generates voltage

reference V*,. [k] based on the actual current information
i4,[k] and current command i* ;[k].

The PWM module 112 generates three phase duty ratios
d ;. [k] based on v*, [k] and 8 [k]. Although d,, [K] is gen-
erated atk” cycle, it only gets effective in the k+1% cycle. And
ink” cycle, the actual effective duty ratios used for control are
d,s. [k-1]. Due to the duty ratio shadowing mechanism, the
extrapolated position i.e., 0,[k], is used in SVPWM at step k.

For double control, the relationship between 6,[k| and
0, [k] inthe PWM_Theta_Extropolation_Down Mode, can be
expressed as:

a9

1 T4
0.[k] = Op[k] + w(TS[k -2+ ETS[k] - 7)

where T, stands for the period of control iteration (denote
period of PWM switching cycle as T, ,,,, for single control
T,~T, .., while for double control T,=T,,,/2).

As should be understood Up Mode and Down Mode refer
to the positive and negative slopes, respectively, of the PWM
waveform.
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For the PWM_Theta_Extropolation_Up Mode, the equa-
tion for position extrapolation is different, and can be
expressed as:

0.[k] :Op[k]+w(1.5-T5[k—1]—%d) 20

The machine terminal voltage estimation scheme, as
described above, is performed by the system processor 120 at
this step k, which uses information such as duty ratio infor-
mation d_, _[k-1], phase current information i,,_[k] and DC
bus voltage V, [k]. The estimated terminal phase voltage is
Vach[k]'

Referring to FIG. 9A, the time instant of the rotor position
0,[k] is synchronized with the averaging time instantof'V ,, _»,
[k]. Therefore, the system processor 120 calculates the rotor
position 0, [k] as:

T4 2n

1
0,[k] = Op[k] + w(zTg[k —-1]- 7]

or determined by:

6,/k]=6.[k—1]

As should be understood, k stands for index of the control
iteration (cycle). The k index after variable indicates the cor-
responding variable is used at that control iteration. For
example, the rotor position 6,[k] means the rotor position 6,
is used in the k” control iteration. Another example, the rotor
position 0,[k] means the rotor position 0, is used in the k”
control iteration. Although the rotor position 0,[k] is extrapo-
lated position and it locates in the next control cycle, i.e.,
k+17, it is calculated and used the k™ control iteration.

FIG. 9B illustrates an example embodiment of determining
the rotor position 0, using double control FPGA based termi-
nal voltage estimation. The time instant of the rotor position
0,1k] is still synchronized with the averaging time instant of
Visenlkl.

Considering the time period used for terminal voltage esti-
mation by FPGA method, the system processor 120 calcu-
lates the rotor position 0, [k] as:

22

1 Ty 23)
0,[k] = Op[k] - w(z Tlk-2]+ 5 23.2 us]
or:
0,[k] =0,k -2+ w-23.2 us 24)

The 23.2 us is the sum of the hardware delay and the FPGA
filter delay. The filter delay is determined by the order of the
filters. Therefore, the value for the sum of the delays could be
varying due to different filter structure and orders.

The bottom waveform illustrates when the DSP interrupt
service routine (ISR) fires, and the maximum amount of time
the DSP has to execute the entire motor control algorithm.

FIG. 9C illustrates an example embodiment of determining
the rotor position 0, using single control FPGA based termi-
nal voltage estimation.

In the k” control cycle, the current command i* aglK] 18
available, which is the same as the previous case. The system
processor 120 calculates the present phase voltages V , z - 1K]
in the k-1? cycle, and uses them the k” control cycle. The
rotor position used for voltage Park Transformation at the k”
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cycle is as the rotor position 6, [k], which is located in the
mid-point of one T,. The relationship between the rotor posi-
tions 6,[k] and 6,[k] can be expressed as:

1 232 25
OV[k]:Op[k]—w(zTg[k—2]+%d— - us] @3

or:

26)

Referring back to FIG. 3, the Park transformation module
315 obtains the rotor position 0, from the rotor position cal-
culation module 310. The Park transformation module 315
performs a Park transformation on the present phase voltages
V s to generate rotating reference frame dq-axis voltages
Vg

As should be understood, reference frame refers to a coor-
dinate system used to represent and measure properties such
as position (e.g., angular rotational position), velocity, torque,
electrical parameters, and orientation of the rotor of the
motor, the stator of the motor, or both. In a rotating reference
frame, the instantaneous stator currents of a multi-phase
motor can be expressed as a single complex stator current
vector in a Cartesian coordinate system. If a Park transform or
a similar transform is applied to the complex stator current
vector, the reference frame has direct axis (d-axis) and
quadrature axis (q-axis) components that rotate with rotor
flux position (e.g., local maximum in magnetic field). For a
motor with permanent magnets attached to the rotor the rotor
flux position does not change with respect to the rotor, as
opposed to where electromagnets are used in certain rotors.

The system processor 120 obtains voltage components Vg
in a two-phase stationary reference frame. In a stationary
reference frame, the position (e.g., angular rotational posi-
tion), rotational velocity, torque, electrical parameters and
orientation of the rotor, the stator, or both are observed from
a stationary observer’s point of view. A stationary reference
frame may refer to the case where the reference frame is
aligned with the stator of the motor, or where the d-axis and
the g-axis do not rotate with the rotor. For the rotor or stator,
a stationary reference frame is mutually exclusive to a rotat-
ing reference frame.

The voltage components V,,, are equivalent to the voltage
components V, ., and V.. i, tespectively, which are
determined in the machine power estimation described
above, as:

@n

2 2r An
g 5-(VAN +VBN-COS(?]+VCN-COS(?])= Vo

Vs_reat =
2 o r4x
Vs imag = 3 '(VBN 'Slﬂ(?) + Vew 'Slﬂ(?)) =Vs

The system processor 120 performs the Park transformation
as:

28

{ Vi = +V4c08(6,) + Vgsin(d,) (29)

Vg = —Vosin(8,) + Vgcos(6,)

To further reduce the oscillation in the calculated Vdgq, a
moving-average may be implemented. The window length
for moving average may vary according to the execution rates
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of the Park transform on voltage and moving average func-
tions. For example, a 10 ms window length may be used. If the
PWM frequency is 6000 Hz, 60 steps moving average is
equivalent to 60/6=10 ms.

The terminal power estimation module 320 obtains the
rotating reference frame dq-axis voltages V;, from the Park
transformation module 315. The terminal power estimation
module 320 generates an estimated terminal power P, based
on the voltages V,, and the final current commands 1%, 1%,
which may be the current commands iq_cmd, id_cmd or
adjusted values thereof if the estimated terminal voltage is
above the terminal voltage threshold.

The terminal power estimation module 320 is based on the
basic relationship among machine terminal power, shaft
torque, voltage and current. From mechanical standpoint, the
terminal input power can be expressed as:

Posi= T OsnaptAP1ggses (30)

where AP, .. is the total power losses, which includes cop-
per loss, core loss, friction & windage, etc., and w,,,; is the
shaft speed, T, is the shaft torque. From electrical stand-
point, the terminal input power can be expressed as:

P =i vi,)

G

Since the actual dq-axis current information may have
large oscillations around respective reference values, the final
dg-axis current commands i,*, i,* are used to be used in
power estimation. Therefore, the system processor 120 cal-
culates the estimated terminal power P, as:

P 7 +v i ) (32)

The shaft torque estimation module 330 obtains the esti-
mated terminal power P, from the terminal power estimation
module 320. The shaft torque estimation module 330 gener-
ates an estimated torque based on the estimated terminal
power P, an interpolated efficiency m and shaft speed -
The shaft speed w,,, may be obtained using any known
method.

In an IPM characterization procedure, machine efficiency
data corresponding to each torque command percentage and
voltage-speed ratio combination are available. Similar to the
dq-axis current lookup table, an efficiency lookup tableis also
created from characterization, which also uses ratio and
torque command percentage as inputs. Considering the effi-
ciency table and current lookup tables have the same inputs,
efficiency lookup table is connected in parallel with the id and
iq lookup tables (e.g., 109) to share the same inputs. In the
case of separate motoring and braking characterization, there
will be two different efficiency lookup tables for motoring
and braking modes.

The efficiency extraction module 325 includes efficiency
lookup tables (stored in the data storage device 260) for
motoring and braking modes, respectively. Based on the
torque command percentage, ratio and mode, the efficiency
extraction module 325 utilizes the lookup table associated
with the mode and produces the interpolated efficiency n.

For motoring mode,

NP rerminat™ Lshapr Ostae 09 Moo= Lo O shag/
(33

terminal

While for braking mode,

P rminat™N Tonaf Oshap MANZP it/ Tspapy Oshage (34)

The shaft torque estimation module estimates the torque
T,,, as follows:

Since the operating point efficiency data has been collected
during the IPM characterization stage, the interpolated effi-
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ciency 7 under any speed and loading condition can be uti-
lized by the shaft torque estimation module 330 to handle the
power losses as:

3(vgig_emd + vglg_cmd) (35)

Tshaft_est_init =1
- 2Wshafs

To further filter out noise in the estimated torque, a second
order low-pass filter may be used by the shaft torque estima-
tion module 330. And the final expression for estimated
torque by the shaft torque estimation module 330 is:

3(vaiy +vgiy) A (36)

S22 s+1

Tshaft est =1
2shaft

where A is the DC gain of the second order low pass filter.

The torque compensation module 131 uses an error
between estimated shaft torque and raw torque command to
adjust raw torque command. The torque compensation mod-
ule 131 reduces the error between estimated torque and raw
torque command. Since only the torque command has been
modified, the current command trajectory is still determined
by the dg-axis current lookup table, which forces the current
commands close to the optimal efficiency.

The torque compensation module 131 is configured to
generate the final torque command data T_,,; 4,..; based on
the estimated torque data T, from the shaft torque estimation
module 330. The torque compensation module 131 may be
slewing based or PI based.

FIG. 10 illustrates a slewing based torque compensation
scheme according to an example embodiment.

As shown in FI1G. 10, a torque compensation module 131 A
determines a difference between the estimated torque data
T,,,and the torque command T, ;, which is identifiedas T,,,.
The torque compensation module 131A passes the difference
through a limiter 1030. The limits of the limiter 1030 are
determined on a system level basis and based on empirical
data. They are determined by the processor based on the
machine which the inverter circuit 188 is electrically con-
nected to. For example, if a machine has a very large rated
torque the error limiter will be larger than if a machine has a
much smaller rated torque.

The limiter 1030 outputs a saturated difference T, . toa
determination unit 1050. The torque compensation module
131A then determines whether the saturated difference
T,,, ar1s greater than an error margin. Similar to the limits of
the limiter, the error margin is determined on a system level
basis and based on empirical data. If the saturated difference
T,,, . 1s less than or equal to an error margin, the determi-
nation unit 1050 determines that the final torque command
T epna_pina: Tor akth cycle is the final torque command for the
previous k-1th cycle. If the saturated difference T,,. ., is
greater than an error margin, the determination unit 1050
determines that the final torque command T,,,,; ,; for a kth
cycle s the final torque command for the previous k—1th cycle
plus the saturated difference T,,, ...

FIG. 11 illustrates a PI based torque compensation scheme
according to an example embodiment. A torque compensa-
tion module 131B includes a PI regulator 1105.

The PI regulator 1105 generates an adjustment to the raw
torque command T,,,; This adjustment is added to the raw
torque command T, ; to form a compensated torque com-
mand T

cmd_compensate*
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The PI regulator 1105 obtains an error between the raw
torque command T, ; and the estimated torque T _,. The PI
regulator 1105 obtains PI gains from a table 1110. The PI
gains are tuned online. The PI gains are tuned in laboratory
testing. The gains are set by determining values for rise time,
steady state error, and other PI controller system design char-
acteristics. Once the gains are obtained they are stored in the
data storage device 260.

The PI regulator 1105 also obtains limits from a table 1115
and an integrator hold signal from an integrator generator
1120. The limits from the table 1115 include both integrator
and PI sum limits. The limits are set to be a percentage of the
raw torque command. For example, the limits can be 10% of
the raw torque command, so for a 100 Nm raw torque com-
mand the integrator and sum limits are 10 Nm. This will give
a maximum adjusted torque command of 10 Nm and a maxi-
mum final torque command of 110 Nm.

The PI regulator 1105 is also configured to obtain a reset
signal. The reset signal may be generated by an OR gate
whenever a PI rest enable signal, a switch control disable
signal or torque compensation disable signal is received.
Upon a reset the integrator value is reset.

The PI regulator 1105 outputs a torque command adjust-
ment term, AT, based on the error, PI gains and limits.

An adder 1130 adds the raw torque command T, ; and the
torque command adjustment T,,,; ., The output of the
adder 1130 is input to a torque command limiter 1135 which
produces the adjusted compensated torque command
T epma_compensare- The torque command limiter 1135 prevents
the sum of raw torque command T, ; and the torque com-
mand adjustment T, ,,; from exceeding a torque limit.

FIG. 12 illustrates a method of generating the torque upper/
lower limits for the torque command limiter 1135, according
to an example embodiment.

Based on speed-torque curve, customer rated torque Cus-
t_Rated_Torq_Nm is obtained. Based on a ratio-torque curve,
the base torque Base_Torq is obtained. From the motor char-
acterization data, base torque values are respectively associ-
ated with discrete speed points with a nominal dc bus voltage
level. During the IPM motor characterization procedure, each
characterized rotor shaft speed has a maximum output torque
which is defined as the base torque at that speed. Thus, the
base torque may also be referred to a peak torque.

The minima of customer rated torque and base torque is
used as a rated torque Rated_Torq_Nm. And then the torque
upper and lower limits are determined by the products of rated
torque and derating torque percentage (Torq_Upper/
Lower_Limit_pct_out).

The upper and lower limits are then determined by the
product of the rated torque Rated_Torq_Nm and the upper/
lower derating torque percentage. These percentages range
from 0% (fully derated) to 100% (no derate). There a several
ways the upper/lower derating torque percentages are calcu-
lated. In an example embodiment, there can be a derating for
high machine temperature, high inverter temperature, DC bus
voltage, machine speed, hardware limits, etc. The derating
which is the most severe (lowest percentage) is used as the
final derating percentage value.

The rated torque is limited to a peak characterized torque
and also hardware toque command limit.

Referring back to FIG. 11, a selector 1140 selects one of the
raw torque command T, ; and the compensated torque com-
mandT_,.; opensaze @ the final torque command T, 4,7

The selector 1140 receives a Torq_Comp_Enable flag to
determine which torque command, raw torque command
T.,.c or compensated torque T,,.; compensazes Should be used
as the actual final torque command T,.,,.; ..
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There are several examples to determine the value of
Torq_Comp_Enable, i.e., whether to enable the torque com-
pensator or not. For testing purposes, a manually changed
global flag may be used. In another example embodiment the
Torq_Comp_Enable flag may be based on speed. For
example, the system processor may enable the torque com-
pensator the speed exceeds 1000 RPM. This speed dependent
enable feature can be implemented by using hysteresis or
relay.

FIG. 13 illustrates a method of torque estimation and com-
pensation according to an example embodiment. The method
of FIG. 13 may be performed by the processor 120 and, more
specifically, the machine terminal voltage estimation module
127, the torque estimation module 129 and the torque com-
pensation module 131.

At S1305, the processor 120 determines phase currents (ia,
ib and ic). At S1310, the processor 120 estimates the terminal
voltage of the machine. For example, the terminal voltage
may be estimated using the method shown in FIG. 7. The
processor then transforms the estimated terminal voltage at
S1315. For example, the Park transformation module 315
obtains the rotor position 6, from the rotor position calcula-
tion module 310. The Park transformation module 315 per-
forms a Park transformation on the real and imaginary por-
tions of the estimated terminal voltage to generate rotating
reference frame dq-axis voltages V. The processor then
determines a terminal power at S1320. For example, the ter-
minal power estimation module 320 obtains the rotating ref-
erence frame dg-axis voltages V,, from the Park transforma-
tion module 315. The terminal power estimation module 320
generates an estimated terminal power P, based on the volt-
ages V,,, and the final current commands i,*, i,*, which may
be the current commands iq_cmd, id_cmd or adjusted values
thereof if the estimated terminal voltage is above the terminal
voltage threshold.

At S1325, the processor determines an estimated shaft
torque. The estimated shaft torque may be estimated the inter-
polated efficiency M under any speed and loading condition
can be utilized by the shaft torque estimation module 330 to
handle the power losses as:

3(Vgig_emd + vgiy cma) (37)

Tshaft_est_init =1
- prane

To further filter out noise in the estimated torque, a second
order low-pass filter may be used by the shaft torque estima-
tion module 330. And the final expression for estimated
torque by the shaft torque estimation module 330 is:

3(vaiy +vgiy) A (38)

S22 s+1

Tshaft est =1
2shaft

Example embodiments being thus described, it will be
obvious that the same may be varied in many ways. Such
variations are not to be regarded as a departure from the spirit
and scope of example embodiments, and all such modifica-
tions as would be obvious to one skilled in the art are intended
to be included within the scope of the claims.

What is claimed is:

1. A control device for controlling an alternating current
(ac) machine, comprising:

a processor configured to,

selecta modulation mode from a plurality of modulation
modes,
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determine a plurality of present phase voltages corre-
sponding to phases of an inverter based on the
selected modulation mode, a direction of a carrier
wave of the selected modulation mode and polarities
of phase currents associated with the plurality of
present phase voltages of the inverter when a first
modulation mode is the selected modulation mode,
the determination compensating for deadtimes asso-
ciated with the selected modulation mode and phases
of the inverter, the inverter configured to drive the ac
machine, and

determine an estimated terminal voltage based on the
plurality of present phase voltages.

2. The control device of claim 1, wherein the processor is
configured to,

determine the plurality of present phase voltages of the
inverter based on polarities of phase currents associated
with the plurality of present phase voltages of the
inverter and clamped switches in corresponding phases
of the inverter when a second modulation mode is the
selected modulation mode.

3. The control device of claim 1, wherein the processor is
configured to,

determine the plurality of present phase voltages of the
inverter further based on duty ratios of the selected
modulation mode associated with the phases, respec-
tively.
4. The control device of claim 1, wherein the processor is
configured to,

determine the plurality of present phase voltages of the
inverter based on clamped switches in corresponding
phases of the inverter.

5. The control device of claim 1, wherein the processor is
configured to,

determine a first rotor position, the first rotor position being
a rotor position of the ac machine for transformation of
the phase currents associated with the plurality of
present phase voltages of the inverter; and

determine a second rotor position based on the first rotor
position, the second rotor position being a rotor position
of the ac machine for transformation of the plurality of
present phase voltages of the inverter, the first rotor
position and the second rotor position being different.

6. The control device of claim 5, wherein the processor is
configured to determine the second rotor position such that
the second rotor position occurs at a time synchronized with
the determination of the plurality of present phase voltages of
the inverter.

7. The control device of claim 5, wherein the processor is
configured to,

transform the plurality of present phase voltages of the
inverter from three phases to two phases based on the
second rotor position; and

determine the estimated terminal voltage based on the
transformed plurality of present phase voltages of the
inverter, the estimated terminal voltage being two-phase
rotating reference frame voltages.

8. The control device of claim 5, wherein the processor is
configured to,

transform the plurality of present phase voltages of the
inverter into two-phase stationary reference frame volt-
ages.
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9. The control device of claim 8, wherein the processor is
configured to,

determine the estimated terminal voltage based on the two-

phase stationary reference frame voltages, the estimated
terminal voltage representing a magnitude of a three
phase line to line voltage.

10. The control device of claim 1, wherein the control
device is a digital signal processor (DSP).

11. The control device of claim 1, wherein the selected
modulation mode is one of space vector pulse width modu-
lation (SVPWM) and discontinuous pulse width modulation.

12. A method of determining an estimated terminal voltage
of an inverter for an alternating current (ac) machine, the
method comprising:

selecting a modulation mode from a plurality of modula-

tion modes;

determining a plurality of present phase voltages corre-

sponding to phases of an inverter based on the selected
modulation mode, a direction of a carrier wave of the
selected modulation mode and polarities of phase cur-
rents associated with the plurality of present phase volt-
ages of the inverter when a first modulation mode is the
selected modulation mode, the determination compen-
sating for deadtimes associated with the selected modu-
lation mode and phases of the inverter, the inverter con-
figured to drive the ac machine; and

determining an estimated terminal voltage based on the

plurality of present phase voltages.

13. The method of claim 12, wherein the determining the
plurality of present phase voltages determines the plurality of
present phase voltages of the inverter based on polarities of
phase currents associated with the plurality of present phase
voltages of the inverter and clamped switches in correspond-
ing phases of the inverter when a second modulation mode is
the selected modulation mode.

14. The method of claim 12, wherein the determining the
plurality of present phase voltages determines the plurality of
present phase voltages of the inverter further based on duty
ratios of the selected modulation mode associated with the
phases, respectively.

15. The method of claim 12, wherein the determining the
plurality of present phase voltages determines the plurality of
present phase voltages of the inverter based on clamped
switches in corresponding phases of the inverter.

16. The method of claim 12, wherein the determining the
estimated terminal voltage includes,

determining a first rotor position, the first rotor position

being a rotor position of the ac machine for transforma-
tion of the phase currents associated with the plurality of
present phase voltages of the inverter; and

determining a second rotor position based on the first rotor

position, the second rotor position being a rotor position
of the ac machine for transformation of the plurality of
present phase voltages of the inverter, the first rotor
position and the second rotor position being different.

17. The method of claim 16, wherein the determining the
second rotor position determines the second rotor position
such that the second rotor position occurs at a time synchro-
nized with the determination of the plurality of present phase
voltages of the inverter.

18. The method of claim 16, wherein the determining the
estimated terminal voltage includes,

transforming the plurality of present phase voltages of the

inverter from three phases to two phases based on the
second rotor position; and

determining the estimated terminal voltage based on the

transformed plurality of present phase voltages of the
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inverter, the estimated terminal voltage being two-phase
rotating reference frame voltages.

19. The method of claim 16, wherein the determining the
estimated terminal voltage includes,

transforming the plurality of present phase voltages of the

inverter into two-phase stationary reference frame volt-
ages.

20. The method of claim 19, wherein the determining the
estimated terminal voltage determines the estimated terminal
voltage based on the two-phase stationary reference frame
voltages, the estimated terminal voltage representing a mag-
nitude of a three phase line to line voltage.

21. The method of claim 12, wherein the selected modula-
tion mode is one of space vector pulse width modulation
(SVPWM) and discontinuous pulse width modulation.

#* #* #* #* #*

10

15

34



